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100- 



103- 

RA CHANGE- 
104- 



106- 



107- 



108- 



ATTACH RCa FROM MS ENTERING POOL AREA IN RNC 1 
CONTROLLING ROUTING AREA RA 1 OF RANI 




SELECT THE SGSN (X2) 
CONTROLLING RNC 1 



iOIA 



SELECT SGSN XI FROM POOL ACC. 
TO RELEVANT ALGORITHM 



ALLOCATE P-TMSI WITH UNIQUE POOL 
IDENTITY (NRI) TO MS 



MS CHANGES RA. ROUTING AREA UPDATE RED, 
WITH P-TMSI WITH NRI TO RNC 2 




ROUTING AREA UPDATE REa TO 
SGSN X3 CONTROLLING RNC 2 



RNC 2 USES NRI TO SEND ROUTING AREA 
UPDATE REa TO SGSN X1/X2 



SGSN X1 SENDS ROUTING AREA UPDATE 
ACCEPT (WITH P-TMSI WITH NRI TO RNC 2 



RNC 2 FORWARDS ROUTING AREA 

UPDATE A CCEPT TO MS 

r— ■ 

I 



Fig. 8 
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ATTACH REQ. FROM MS ENTERING POOL AREA RECEIVED 
BSC 1 CONTROLLING RA 1 OF RAN 1 




-201A 



SELECT/SEND ATTACH REa TO 
SGSN Y3 CONTROLLING BSC 1 



SELECT SGSN Y1 FROM POOL ACC. 
TO RELEVANT ALGORITHM 



203— 

RA CHANG 
204— 



ALLOCATE P-TMSI WITH UNIQUE POOL 
IDENTITY (NRl) TO MS 

I 



MS CHANGES RA FROM RA 1 TO RA 3 CONTROLLED BY RNC 4 OF RAN 2 
ROUTING AREA UPDATE REQ. WITH P-TMSI WITH NRl TO RNC 4 




-205C 



SELECT DUAL 
MODE SGSN 
(Y2) 



206 — 
207 

RA CHANG 

208 V. 

209 V 

210- -V. 

211 V 



■205B 



ROUTING AREA UPDATE REQ TO SGSN Y2. 
CONTROLLING RNC 2 (DUAL MODE) 



MS REMAINS 
CONNECTED TO 
SGSN {Y1/Y3) 



MS CONNECTED TO SGSN Y2 (ISRAU) 



± 



MS CHANGES RA FROM RA 3 CONTROLLED BY RNC 4 TO RA 2 CONTROLLED 
BY BSC 2 (POOL ENABLED) OF RAN 1. RA UPDATE REa WITH P-TMSI AND 
NRl TO BSC 2 



BSC 2 USES NRl TO SEND RA UPDATE REQ TO SGSN Y2 



SGSN Y2 SENDS ACCEPT (WITH P-TMSI AND NRl) TO BSC 2 



BSC 2 FORWARDS ACCEPT TO MS 



Fig, 9 
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